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Engine (ROTAX)  912 (100 hp)  

Propeller  Warp drive 3 blades 

Stall speed flaps up  41 mph  

Stall speed with flaps down  36 mph  

Cruising speed  115 mph  

Max. cruise 130 mph 

VNE  160 mph 

Rate of climb  1000 fpm  

Take-off distance (land)  300 ft  

Landing distance (land)  300 ft  

Take-off distance (water)  350 ft  

Landing distance (water)  350 ft  

Endurance (45 min of reserve)  4.5 hrs  
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SEAMAX Panel Instrument List 

Precision Aviation, Inc.  

Vertical Card Magnetic Compass PAI-700  2-1/4 

Garmin 

Radio SL-40 ( COM )  

Xponder GPX-327 

GPS 496 XM / WX 

Mitchell  2-1/4 

Fuel Pressure 

Voltmeter 

Oil Pressure / Temp. 

Water Temp. 

Dynon: 

EFIS D-100 

UMA 

Altimeter  3 1/8 

VSI / ASI  3 1/8 

RPM  2 1/4 

Landing gear / alternator lights indicator 

Flap lights indicator 

Trim indicator 

Hobbs / 12V outlet / ELT 

Instruments subject to change without notice 

Call for Appointment 

Wing span 28.7 ft  

Wing area 40.15 sqft 

Aspect ratio 6.24 

Length 18.64 ft  

Empty weight with engine fluids 750 lbs 

Max. take off weight  1,430lbs 

Load factor +5Gs ; -3Gs 

Max fuel capacity 25 gal 

Cabin width 3.9 ft 


